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FLEET
BRUSHLESS VEHICLE CLEANER

SPECIFICATIONS

DIRECTIONS

PROFESSIONAL RECOMMENDATIONS

EQUIPMENT LIST

Available in sizes:
2.5, 55 gallon and tote containers.

Fleet removes road film without brushes 
which saves time and labor. It also contains 
corrosion inhibitors to prevent flash rusting 
and is solvent free. 

• Appearance: Clear liquid
• Odor: Characterisitc
• Density (lbs/gal): 8.7
• pH (conc.): 12.8
• Refractive index: 1.3480
• USDA rating: A-1
• Stability: Stable
• Freeze/thaw stability: OK 3 cycles
• Shelf life: 1 year minimum

• Clean only cool vehicles; hot vehicles may 
  streak. Set dilution control on pressure washer 
  of manually dilute Fleet 25:1 for removing 
  heavy soil (5 oz per gallon), or 40:1 for normal 
  soil (3 oz per gallon).
• Divide vehicle into workable sections. Apply 
  cleaning solution from the bottom up. Allow to 
  work for a few minutes. Do not allow to dry.
• Adjust pressure washer to deliver water only. 
  Apply high-pressure water to clean vehicle from 
  bottom up.
• Rinse vehicle thoroughly from the top down. 
  Overlap cleaning areas to prevent missed areas. 
  Repeat for entire vehicle. 

• Use the three-step method, which is effective
  for all applications
• Avoid cleaning hot vehicles. Cleaning solutions
  tend to dry fast and leave streaky residues. Park
  vehicle in shade if possible to cool before cleaning.

• 1000 psi or greater pressure washer


