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NuBlend	Systems	Mobile	Dispensing	System	

	

Overview	

The	Walkabout	(SL1DGAP.2.NUA)	dispenser	system	is	designed	to	make	cleaning	easier,	more	
effective	and	safer.		Combining	closed	loop	technology	with	application	versatility	you	have	the	next	
generation	in	dispensing	systems	in	front	of	you.			

Warnings	

All	installations	must	conform	to	local	plumbing	codes	and	use	approved	backflow	
prevention	devices.		A	pressure	indicating	tee	is	to	be	installed	with	existing	faucets	
according	to	local	plumbing	codes	in	the	state	of	Wisconsin	and	any	other	state	that	
requires	the	use	of	a	pressure	indicting	tee.	

 

ALWAYS WEAR PROTECTIVE CLOTHING AND EYEWEAR WHEN 
WORKING WITH CHEMICAL PRODUCTS. 

		

Set-Up	and	Installation	

Optional	Metering	Tip	Installation:		

The	Walkabout	mobile	dispensing	system	comes	furnished	from	the	factory	to	meter	chemicals	at	
32:1	(Heavy)	and	64:1	(Light).		NOTE:		Our	experience	has	shown	that	these	dilutions	are	
appropriate	for	most	applications.		However,	if	you	must	replace	metering	tips,	please	refer	
to	the	following	instructions.	

	 The	metering	tip	is	
inserted	into	the	meter	tip	
housing,	shown	here.	
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1. Remove	the	center	housing	cover	by	removing	the	two	#1	Phillips	head	screws	as	shown.			
2. Remove	screws	from	the	metering	compartment	and	carefully	pry	metering	tip	

holder	off	the	SL1	unit.		There	are	two	metering	tip	holders.		The	left	side	
metering	tip	corresponds	with	the	left	side	dilution	setting,	and	the	right	side	
metering	tip	corresponds	with	the	right	side	dilution	setting.	

3. Take	the	desired	metering	tip	and	thread	it	into	the	metering	tip	holder.	
4. Replace	the	metering	tip	holder	back	into	the	SL1	unit.		Align	the	metering	tip	

holder	with	the	screw	holes.		Insert	screws	and	tighten	back	into	unit.		Replacement	tip	kits	
can	be	ordered	from	Nuance	Solutions.	

Basic	Operation:	

Follow	these	instructions	to	understand	how	to	use	the	unit.		

Operational	Pressure	Range	(psi):	 	 20-90*	
Operational	Temperature	Range	(°F):	 	 40-120*	
*Operational	ranges	are	for	Walk	About.		Additional	accessories	may	require	different	specifications.	
	

Heavy/Light	
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1. Connect	Walk	About	to	your	chemical	container.		The	unit	is	specifically	designed	to	work	
with	closed	loop	system	inserts.		Do	not	connect	the	unit	to	a	container	without	an	insert	as	
the	unit	will	not	perform	as	intended.			

2. Connect	to	a	water	line.		The	unit	is	equipped	with	a	standard	female	garden	
hose	thread	(3/4”	GHT)	fitting.		Turn	on	water	supply.	

3. Depending	on	your	model,	choose	either	your	desired	flow	
or	dilution	level	by	moving	the	control	selector	to	either	the	
left	(heavy)	or	right	(light)	of	the	unit.		The	control	selector	
defaults	to	theleft.		If	the	lever	is	moved	to	the	right	hand	
selection,	holdthe	lever	in	place	until	the	trigger	is	squeezed.		
Squeezing	the	trigger,	thus	engaging	the	unit,	will	also	hold	this	lever	in	place.		Once	the	
trigger	is	released	(stopping	the	flow),	the	lever	returns	to	the	default	(left)	position.		For	
extended	use,	you	can	engage	the	red	lock	ring	on	the	back	of	the	unit	by	rotating	it	‘up’	
intothe	lock	position.	

4. To	stop	using	the	unit,	disengage	the	red	lock	ring	‘down’	(if	applied)	and	release	the	
trigger.		Chemical	mixture	will	run	out	of	the	unit	for	a	brief	moment	after	trigger	release.		

5. Disconnect	water	from	source	when	not	in	use.	

Parts	List	

Part	Number	 Description	 Image	

52.18.1	 Icon	Cover	Plate	

	

52.33.1	 Outlet	Connection	

	

52.19.1	 Metering	Tip	Cap	

	

Shift	control	
selector	from	
left	to	right	
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44.2.1	 #2x1/4”	Screw	

	

100.15K	 Standard	Metering	Tip	Kit	 No	Image	

100.15KU	 Ultra	Lean	Metering	Tip	Kit	 No	Image	

	

Warranty	

Merchandise	Returns	

No	merchandise	will	be	returned	for	credit	withoutNuance	Solution’s	written	
permission.	Returned	merchandise	authorization	number	is	required	in	advance	of	
return.	

Product	Warranty	
Nuance	Solutions	products	are	warranted	against	defective	material	and	workmanship	
under	normal	use	and	service	for	one	year	from	the	date	of	manufacture.		This	limited	
warranty	does	not	apply	to	any	products	that	have	a	normal	life	shorter	than	one	year	or	
failure	and	damage	caused	by	chemicals,	corrosion,	physical	abuse,	or	misapplication.		
Rubber	and	synthetic	rubber	parts	such	as	“O”-rings,	diaphragms,	PVC	tubing,	and	gaskets	
are	considered	expendable	and	are	not	covered	under	warranty.		This	warranty	is	extended	
only	to	the	original	buyer	of	Nuance	Solutions	products.		If	products	are	altered	or	repaired	
without	prior	approval	of	DEMA,	this	warranty	is	void.	

Defective	units	or	parts	should	be	returned	to	the	factory	with	transportation	prepaid.		If	
inspection	shows	them	to	be	defective,	they	will	be	repaired	or	replaced	without	charge,	
F.O.B.	factory.		Nuance	Solutions	assumes	no	liability	for	damages.		Return	merchandise	
authorization	number	must	be	granted	in	advance	of	returned	units	for	repair	or	
replacement	(See	“Merchandise	Returns”	above).	

	

	
	

NuBlend	
A	Division	of	Nuance	Solutions	
900	East	103rd	Street,	Suite	D	

Chicago,	IL.		60628	
800#	621-8553	

Fax		888-571-3331	
www.nuancesolutions,com	

	


